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DCT Civil Engineering with 
United Utilities to build a Pumped Detention Tank at Mab Lane
flooding issues. The tank is 25 meters diameter 
return pumps and a scavenger pump, the pumps discharge up individual legs 
through flow metres and into a disch
for all Mechanical and Electrical works, including

• 2 No. 62 KW 125 l/sec 
• 2 No. 80 KW 125 l/sec 
• 1 No. 62 KW 50 l/sec
• 4  No. 250mm ABB flow metres 
• All electrical installation and commissioning of the 

 

Site Electrical Ltd. Tel: 0161 725 5555 

 

with Site Electrical as a strategic partner were contracted by
build a Pumped Detention Tank at Mab Lane 

tank is 25 meters diameter and 36 meters deep, with four 
scavenger pump, the pumps discharge up individual legs 

through flow metres and into a discharge chamber. Site Electrical were responsible 
anical and Electrical works, including the installation of: 

125 l/sec top water pumps  
125 l/sec bottom water pumps  
50 l/sec scavenger pump  

ABB flow metres  
All electrical installation and commissioning of the MCC  

were contracted by 
 to address DG5 

and 36 meters deep, with four storm 
scavenger pump, the pumps discharge up individual legs 

Site Electrical were responsible 
 


